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High Pressure Cleaner uete

Anti-Tuist-syste™

<« WASCHBOY 400 E

Standard accessories:

5 m inlet cable
incl. 63 A CCE-plug.

<« WASCHBOY 350 E
This equipment is supplied
without leads. You need
for this typ a lead with
32 A CCE-plug.

For all cleaning applications where stan-

dard units are not powerful enough, i.e.:

® For cleaning of building fronts
without chemicals

o For paint removal in spray booths

o (leaning of subways, funnels and bridges

o Also for professional monument and
stone cleaning

o For building and concrete renovation

o For water sand blasting of armour

o Or for gentle and quick bark
removal from trees and logs

© And much, much more heavy duty
cleaning possibilities

Efficiency:

o Large surface capacity

o Autonomy

 Saving of water, energy and time

o As well as the solution of real
cleaning problems are only few advantages
of this mobile pressure cleaners

Model Order-no. Pressure Volume —— Motor * Temp. Time delayed  Dimensions Weight Nozzle Users-
max. max. stop WxHxD size recommend.
bar  PSI I/h max. mm kg

WASCHBOY 350 E* HKY 350 ENP 350 5250 1260 15k W/400 V/50 Hz/28,5 A 50°C 910x680x680 190 - [ |

WASCHBOY 400 E* HKY 400 EIP 400 5800 1500 22 kW/400 V//50 Hz/44 A 50°C 1030x1020x740 340 - [ |

* machines with special voltage on request ** with reduced quantity of water

I
\Werwen 7 High Pressure Cleaners o heated

WEIDNER WASCHBAR § 550

The smallest hot water cleaner, is designed and built
for “semi-professional application” for private use,
in agriculture and frade.

A few outstanding advantages
for this performance class:

© (old or hot water operation possible

o Adjustable pressure and water volume
o Display of the present working pressure
o (hemical injector

© Self-priming

© High efficiency with hot water operation
o Triplex pump with ceramic plungers

The applications of the S 550 are everywhere

the use of hot water is necessary, i.e. grease and oil
contamination and where space is limited or when
working with a small budget only.

The cleaning requirements however should not be too
difficult, due to the limited pressure and water quantity.

The complete standard accessories with high

pressure hose, trigger and steel lance with multifunction
nozzle allow an immediate operation of the machine.

y @ </

time deloyed stop

Wrs?

Anti-Twist-syste™

A WASCHBAR 1132/1152/1162 with integral chemicals tank

The advantages are obvious:

© Low initial costs

 Compact dimensions

® Low weight

o Easy fransport, even in a car or esfate car as well as simple
operation make these appliances indispensable for many
smaller and medium cleaning tasks

Model Order-no. Pressure Volume Motor * Temp. Time delayed Dimensions Weight ~ Nozzle  Users-
max. max. 20V 400V stop WxHxD size recommend.
bar  PSI I/h 1~230 V/50 Hz 3~400V/50 Hz max.” mm kg

WASCHBAR 1132 LXT HWY T132LXT 130 1950 660 31kw/15A 40-140°C o 750x700x700 100 045 | e

WASCHBAR 1162 LXT HWY 1162 LXT 160 2400 540 3,1 kW/15A 40-140°C o 750x700x700 100 035 Bl O

WASCHBAR 1152 KXT HWY 1152 KXT 150 2175 660 35kW/7.5A  40-140°C e 750x700x700 100 055 | e

* machines with special volfage on request ** with reduced quantity of water
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High Pressure Cleaners oi teced \Weronzn \Weiznzr) High Pressure Cleaners oi hesd

$ 2000 X-Class

In this range of machines you can choose
among various different models:

Single phase or three phase connection,
oil heated or electrically heated with
different pressure and water volumes.
This ensures to find the right machine

for your cleaning needs.

Waschbir S 2000, universal application
in agriculture, frade and industry, for removal
of heavy contamination in all areas.
(leanliness and hygiene in perfection.

WASCHBAR 122 LXTT/HWY 200 KXRT »
HWY 202 KIPXT/HWY 203 KWPXT

The main technical advantages:

o German quality pump in x-class models

o Drive wheel with foam filling

© Brushed stainless steel covers in new design
o Strengthened steering wheel

o New hand grip with cover fastening

© Hour meter

© 400 bar, hp-hose with stainless steel lance

Complete equipment with:
6 m cable with plug
© 10 m high pressure hose

WAS c H BA R s 2 0 0 0 : ITJllJSrL(;Ib\IVeITT(:?l?Sssp rs?zeclt;z[r:ce with nozzle

The professional range of hot water high pressure cleaners. The main features are:
Built for heavy duty operation in industry, craft and agriculture. © Triplexpump with ceramic plungers
o Infinitely variable pressure and water volume
For all applications, where solid dirt needs to be removed o Upright heating coil with high efficiency, save energy and
with hot water. does not pollute the environment

© Independent burner motor saves energy during cold water operation
o Fasy to operate control panel
® Industrial motor for continuous operation

IS 419 =

® The turing sense of the motor is regardless Anti- Ty syste™ e oo
' ‘ o Stainless steel cover
7 <
time etaped sicp ATS Standard accessories:
Anti-Tyist-Syster™ 6 m electric cord

* 10 m quality high pressure hose, 400 bar, two steel reinforcement Model Order-no. Pressure Volume Motor * Temp. Time delayed  Dimensions Weight  Nozzle Users-

o Pistol with hand profection Waschbar S 2000 max. mox. 20V 400V stop LxBxH size recommend.

o Stainless steel lance with nozzle bar  PSI  I/h 1~230V/50 Hz 3~400 V/50 Hz max.™ mm kg
WASCHBAR 122 LXTT  HWY122LXTT 120 1750 660 31 kw/15A 30-140°C* o 1100x740x770 140 05 |
WASCHBAR 200 KXRT ~ HWY 200 KXRT 200 2900 1000 6,2kW/135A 30-140°C o 1080x740x830 150 055 [ |
WASCHBAR 202 KIPXT ~ HWY 202 KIPXT 200 2900 1000 6,2kW/135A 30-140°C o 1080x740x830 150 055 [ |
WASCHBAR 203 KWPXT ~ HWY 203 KWPXT 200 2900 1000 6,2kW/135A 30-140°C o 1080x740x830 150 055 [ |

* Geriite mit Sonderspannung auf Anfrage - ** bei reduzierter Wassermenge
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High Pressure CIeuners mobile, stationary, electrically heated \WEronER ] High Pressure CIeuners stationary, electrically heated

W PROFI CE 3000

WASCHBAR S 2000
These appliances are ideal for applications

where hot water is required but exhaust fumes ... for high water volume a » o
are not desired, i.e. large kitchens, hospitals efc., heating power until 144 kW i .

wherever a sufficient electricity supply . H Tt ‘

is available. e

Customer specific models IE
at buyers option:

© Booster pump g

o (hemical dosing pump

o Selection between cold and hot water

© (Operation of several pumps
Anti-Tust-syste™® © Infinitely variable heating capacity
* Special frequency and voltages available

‘ ' ‘ ) * Time delayed stop

WASCHBAR 118 E
electrically heated »

T

time detoyed stop

Coin-Remote-Control
for all high
pressure cleaner.

WEIDNER CE - Class:

The stationary hot water high pressure cleaner completely made
of high grade steel. The high advantage of this serie that no
exhaust gases can be produced. The amount of heat is 36 kW.
The CE-Series are inserted for example in food industry, in large
catering establishments and hospitals.

AT RCIENER |

L LA DTSR

The special features are:

o Stainless steel housing and floor rack
o (at-triplexpump with clutch bell

© Pressure manometer with hour meter
o Time delayed total stop system

Model Order-no. Pressure Volume Motor * Temp. Time delayed Dimensions Weight ~ Nozzle  Users- Model Order-no. Pressure Volume Motor * Temp. Time delayed Dimensions Weight ~ Nozzle  Users-
max. max. 20V 400V stop WxHxD size recommend. max. max. 230V 400V stop WxHxD size recommend.
bar  PSI I/h 1~230V/50Hz 3~400 V/50Hz max.™ mm kg bar  PSI I/h 1~230V/50Hz 3~400V/50Hz max.™ mm kg

* machines with special voltage on request - ** with reduced quantity of water
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... professionality for a
long cleaning life

<« COMBI 150,200

For stationary wash bays it is recommended to use an inplant unif, ~ Technical specifications: Optional accessories
which can be installed into a machine room, either on a floor o Steel frame plostic coated Combi 150 - 250:

frame or can be fixed onto a wall. With an optional remote control e Stainless steel cover ® Gantry

all cleaning procedures can be easily controlled directly from the © Triplexpump with hot water kit © Floor frame or wall console
wash bay. o Direct drive between pump and motor © Remote control

e (hemical dosing ® Energy chains

o Water holding tank © Lance holder

e Pressure gauge

© Time delayed total stop

© 10 m high pressure hose, lance and pistol

The COMBI 250-series are especially built for the
food branche industry, frame and cover are made of
stainless steel to comply with the hygienic demands.

Optional extras:

® 1 or 2 chemical dosing pumps
e Automatic water closing device
© Drop point with ball valve

The CAT-pump can tolerate hot water up to 85° C, the pump ® Pistol holder stainless steel
and motor are connected with an elastic coupling in order to

avoid thermal transfer between pump and motor.

&

The most important technical features are:

o Direct drive of the pump

® Triplexpump with ceramic plungers

e Pump head made of brass

o Antilime dosing system

o Vertical heating coil with high efficency

® (lear operating panel with all control ‘ ' ‘ j
devices for the machine ]

o Time delayed total sop system

10 m high pressure hose, pistol lance
and nozzle

Standard layout:

o Entire stainless frame and cover

o (AT-pump with elastic coupling

® Pressure gauge, hour meter

o Time delayed total stop

© 10 m high pressure hose,
lance and pistol

Anti-Tyist-syste™

T

ime delayed stop

A COMBI 250

WEIDNER CS-Class:

(€S 100 /¢S 200 and CS 2000) The special CS 2000-features are:
These stationary high pressure cleaners are @ SPS-microprocessor operated

the ideal solution for stationary wash bays (customized programs are possible)
and self service car wash stations. The * Connection of various remote controls
units are usually installed in a machine is possible

room, the supply to the washing bay is o Main key switch

done by stationary high pressure pipes. o Hour meter

The machine is operated by 24 Volt safety @ Temperature control with actual
circuit and can therefore be operated by a working temperature shown

remote control (or coin operated) for all

functions directly from the wash bay.

A PROFI CS 2000

Model Order-no. Pressure Volume Motor * Temp. Time delayed  Dimensions Weight  Nozzle Users-
max. max. 30V 400V stop WxHxD size recommend.
bar  PSI I/h 1~230V/50Hz 3~400V/50Hz max. mm kg

C(OMBI 200 SOY1200KSA 200 2900 1000 6,2kW/135A 60°C 3 770x410x440 70 055 |

C(OMBI 250 SovCC 123 130 1885 1380 6,2kW/135A 72°C 3 900x450x370%) 85 1 |

* machines with special volfage on request  *)Machine length with 1 or 2 chemical dosing pumps = 1070 mm ~** with reduced quantity of water

\WEionER ) High Pressure CIeuners stationary unheated

Technical features MS 111/113:

e Stationary wall installation

o Stainless steel frame

e Large dimensioned water holding fank with float valve

e Pump and motor direct coupled

© Slow running crankshaft pump with ceramic plungers and brass head

o Unloading valve with limit switch

o Time delayed pressure free stop

o Power panel with contactor and pc-board for fime delayed stop and voltage control
® Main switch with overload protection

o For easy connection the unit is supplied with 2 m electric cord + CEE plug

Pure quality for an unbeatable price quality relation. Simple and robust high
pressure cleaners for stationary use. Easy to install. The well approved technical
components of the units are offering a wide field of use. The main applications
are farming industry, industry and fleet cleaning and many more.

MST11/113 »

time detoyed stop M

o R

-

WR 115-1/123-1 >
WR 115:2/123-2

Technical features WR 115-0/123-0

o Stationary wall or floor installation

o Stainless steel frame

® Large dimensioned water holding tank with float valve

© Pymp and motor direct coupled with flexible coupling
and coupling housing

® Slow running crankshaft pump with ceramic

A WR215-0/223-0

Technical features WR 115-1/123-1:
Same features as WR 115-0,/123-0
plungers and brass head In addition:

Technical features WR 215-0/223-0
Same features as WR 115-0/123-0
o However, the system consists of 2 individual pumps
o Chemical dosing pump 0 — 4,6 1/h inclusive of
2 meter chemical suction hose

® Unloading valve with limit switch

o Time delayed pressure free stop

o The unit is foreseen to get connected fo a high pressure
hose or to feed a central ring pipe with several drop points

® Power panel with contactor and pc-board for fime
delayed stop and voltage control In addition:

o Main switch with overload protection ® Pilot transformer for 24 V safety voltage

o For easy connection the unit is supplied with e Remote control with push buttons ,,pump on — pump
2 m electric cord + CEE plug off”, light push button , chemical on — chemical off”,

protection class

Technical features WR 115-2/123-2: _

Same features as WR 115-1/123-1 e

Mgz;d WR. It con be ordered according
to application stand.

Model Order-no. Pressure Volume Motor * Temp. Time delayed Dimensions Weight ~ Nozzle  Users-
max. max. 230V 400V stop WxHxD size recommend.
bar  PSI I/h 1~230V/50Hz 3~400V/50Hz max.”™ mm kg

MS 113-0 SOYMS113-000 150 2200 780 30kw/754  60°C o 520x400x600 43 055 | | |

WR 123-0 SOYWR123-000 120 1750 1380 6,2kw/135A 72°C o 740x450x820 70 09 | | |

WR 123-1 SOYWR123-001 120 1750 1380 6,2kw/135A 72°C U 740x450x820 71 09 | | |

WR 123-2 SOYWR123-002 120 1750 1380 6,2kw/135A 72°C U 740x450x820 72 09 | | |

WR 223-0 SOY WR 223-000 2x130 2x2000 2x1380

* machines with special voltage on request

2x6,2 kW/13,5A72°C o 740x450x1160 126 09 | | |
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High Pressure CIeunerS stationary unheated

Stationary high pressure cleaner to be connected to cold and hot water
Profitable complete solution for the professional high pressure cleaning.

Application possibilities in forwarding agencies and car wash-plant in agriculture

and industrial cleaning.

The features are:

o (leaning with several washing guns at simultaneously time
© Single pipe system

 (ompact dimensions

© Low investment cost

o High quality standard due to industrial manufacturing

© High profitability

o Energy saving due fo pump automatic switch off

\WEioNER ]

A S0Y (X215
S0Y (X 223

Standard equipment:

o Steel cabinet plastic coated

o Integrated electrical panel

* (Connections for remote controls built in
® Large water holding tank

* Hot water resistant pumps up to 80 Dg. C (1-2 bar water pressure required)
o Total stop system for pumps

© Main switch

© Hour meter for each pump module

o Light push button "pump on”

o Pysh button pump off

© High pressure gun, lance and nozzle

© High pressure hose 10 m 400 bar

Optional extras:
© Hot water holding tank with electric solenoid for using hot water
o Chemical dosing with electric solenoids

\WEionER

High Pressure CIeunerS stationary unheated

Model Order-no. Pressure Volume Motor* Temp. Time delayed  Dimension Weight ~ Users-
max. max. 400V stop WxHxD recommend.
bar  PSI I/h 3~400V/50Hz max.** mm kg
(X223 SOY (X 223 X120 2x1746 2x1380 13 kw/24 A 60°C . 880x450x1600 240 [ ]
(X323 SOY (X 323 3x120 3x1746 3x1380 19 kw/40 A 60°C . 880x450x1600 240 [ ]
* machines with special volfage on request ** 72°C without supplyreservoir with water primary pressure

23
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High Pressure Cleaners swiionary wheated High Pressure Cleaners stiionary wheated

(M 3000

... from practice developed, made by professionals for commercial use
You tell us how many wash guns you want to operate at the same time, we calculate
and tailor the right CM 3000 system for you, to suit your cleaning needs.

The CM 3000 series is supposed, to be installed as a stationary unit into an equipment room.
The system can supply many drop stations and up to 6 washing guns can be in operation at
the same fime. The systems are used in all locations, where either only cold water is required
or hot water or steam is available.

Activating a simple push butfon sets the system info operation. The SPS microprocessor
controls and checks the correct operation of the entire system.

The units are factory tested, which make the installation at site very simple. After the
connection of water and electricity and connection the piping system to the drop stations,
the system is ready to go.

T
Bl

Serial standard equipment:

 Water supply tank is made from stainless steel with several water inlet ball valves
o Water level sensor

o Safety thermostat controls the correct watertemperature

© Booster pump to supply the high pressure pumps and prevent cavitation """__ e el i . |
o Automatic change of the starting pump ensures equal operating hours fiE ';.I III_-:-I-““

o Pumps are automatic switched on and off, as requested III L F '
© Total stop if pump is no longer needed

o Safety stop if any hose bursts

 Pumps are build on rubber elements to absorb vibrations

o Hour meter for each pump aggregate

© Stainless steel housing

© Slow running triplex pumps with ceramic plungers

o Direct drive between pump and motor, without pulleys and belts

© Flexible coupling between motor and pump dampens torsion moment

A SOV (M 415 i De
SOY CM 423 |_|'."n,_ J . :
Model Order-no. Pressure Volume Motor* Temp. Time delayed Dimenson Weight ~ Users-
max. max. 400V stop WxHxD recommend. !
bar  PSI I/h 3~400V/50Hz max. mm kg ! |
(M 315 SOY (M 315-VOI iKI75  3x2545 3x1000 19 kW/40 A 82°C O 1150x850x1800 370 [ | : f
WS SOWsel s s G BWRA C e IS0 @ W v . ~
I
(M 515 SOY (M 515-VO1 5x175  5x2545 5x1000 31 kW/66 A 82°C . 1150x850x1800 470 [ | M".f — =

M 223 SOY (M 223-V01 %120 2x1746 2x1380 13 kW/27 A 82°C . 1150x850x1800 320 L] |

(M 423 SOY (M 423-V01 4x120 4x1746 4x1380 25 kW/53 A 82°C . 1150x850x1800 420 L] |

(M 623 SOY (M 623-V01 6x120 6x1746 6x1380 3T kW/79 A 82°( 3 1150x850x1800 520 [ |
* machines with special voltage on request
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Tank Interior Cleaning Systems stsionary \Weiznzs ) \Weicnzn ) Tank Interior Cleaning Systems stionary
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WEIDNER is famous all over the world for its tank interior cleaning
systems. WEIDNER has understood long time ago that a tank
cleaning system must be simple and very reliable. The 25 years
of manufacturing these systems and the know-how WEIDNER has,
ensure you a perfect cleaning result at very low operating costs,
long living period and a high payback for the investment.

One of the main advantages is that our system creates very

few waste water as we are cleaning with high pressure and low
volume. We manufacture systems to clean up to 200 tanks or
1S0-containers per day and more.

To work out a quotation, you simply have to tell us how many
road tankers or 1S0-tanks you want to clean per day and the
products to clean.

Application:

All'kind of loads, liquid, solid or powder which are carried in
tanks by road or sea such as:

Oils, additives, acids, alkaline, powders, ashes, chocolate, dairy
products, food grade products, all kind of chemical products and
many many more ...

iy

oy

v
RN e

Simultaneous cleaning of several compartments of a road tanker.

2]



Tank Interior Cleaning Systems stionary \Wernien \Weronzn Tank Interior Cleaning Systems staionary

A technique which is top modern, but simple and reliable and approved since 25 years

(leaning technology built
into a 40" confainer box.

Tank cleaning station in Thailand/Malaysia.

Based on your cleaning needs, we plan and tailor the tank cleaning system for you.

individual bult for the volume and products you have to clean

individual built to fit info your premises and buildings

with full automatic cleaning cycles, based on our experience or based on your wishes,
nobody needs to enter in the tanks, except to inspect for issuing a cleaning certificate
built with the best components available to ensure maximum reliability and a

long operating life consequently warrant a maximum profit.

The system can be installed info an equipment room as well as info
20 or 40" container boxes.

Cleaning head:

TIK 2000 tank cleaning
head (spinner 360 degree)

stainless steel lay out, water .
hydraulic operated, explosion proof. .

Pump technology of a 4 bay tank cleaning system, being able to wash
The tank cleaning head can be operated with 2 or 4 nozzles, the rotation of the up to 250 compartments a day.

stainless steel cleaning head is operated with water backstroke. The rotation of
the head can be infinitely adjusted. There is no difference in the rotafion between
hot and cold water operation. There is no need for any other energy source like
compressed air or electricity.

Technical datas:

Water volume : 40 — 200 | /min
Pressure : 40 — 200 bar
High pressure cleaning with the hand gun of manhole cover, hoses and valves. Temperature = 90°C Remote control at the wash bay, fully
explosion proof.
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Outdoor Fleet Cleaning

The technique of the self service car washing is here transferred to truck and
delivery van fleet cleaning. The hard ware and pump technology is being
installed info an equipment room.

e Ay

BIEBELHAUSENER”
MURLE

<« COMBI 250 series
(Page 20)

A (5 2000 series
(Page 20)

These machines can be used
for outdoor fleet cleaning.

\WEionER ]

The automatic hose reels carrying the high pressure hoses as well as the guns and lances are
built into stainless steel cabinets which are located outside at the wash bays.

With this modular system various wash bays can be equipped. The pump modules
are operated via remote controls located at the wash bay.

&4

A CM 3000 series A (X series
(Page 24 and 25) (Page 22 and 23)

The following cleaning procedures are possible:

© High pressure cleaning with and without chemicals
© High pressure cleaning and disinfecting

The chemical or disinfectant is brought onto the truck by special dosing pumps with low
pressure, this ensures exact dosage and maximum acting of chemical and disinfectant.

The applications are wherever washing is needed in the cold month, as the outdoor
cabined is heated and protected against freezing.

Outdoor Fleet Cleaning

Box with Hose
roll up automatic.
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Remote control for a cleaning bay.
This shows a customer tailored remote control for a slaughter house,
cleaning and disinfecting of the trucks is here needed.

The advantages:

o Permanent ready to wash around the clock

o Several trucks can be cleaned by using mulfi pump system
® Qutdoor cabinet is insulated and heated

o Stainless steel lay out

* Hoses and guns are always arranged nicely
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High Pressure Chassis and Wheel Wash Systems \WErgner/

Chassis and frame washing.

Under chassis cleaning module (built info the floor).

Under chassis cleaning.

I
T, Accessories - Washing places

¥ Wall pivoting bracket with c-profile-rail:
180 degrees rotating gantry to be fixed at the wall with special wall mounting
support, available in hot dip galvanized steel 3 m, 4 m, 5m, 6 m, 7 m of length.

<« Bend wall bracket:
Gantry floor mounted with
double rofating gantry.

A Ceiling spinner:

360 degrees rofating gantry to be fixed to the roof ceiling,
ideal for wash bays in car wash systems, stainless steel layout,
available length 4,3 m/4,6 m/4,9 m/5,2 m.

A Double ceiling spinner:
Stainless steel lay out both brooms
rofating 360 degrees. To be used one
for a brush or chemical foam spray,
second one for high pressure cleaning.

Available length: 1) 1,45 m and 1.60 m

Hose trolley system. 2) 1,60 mand 1.74 m.

<« Wash bay with hose guiding system,
available length 12/18,/24,/30 m.

Advantage:

® The washing site is always tidy

® Increase the operation safety

® Less wear out due fo non
contacting the floor

® The hose cannot be ride over or
gets bending

33
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Accessories - High Pressure Cleaner heated and unheated

\WEioNER ]

W High Pressure Cleaner heated and unheated - Accessories

E

Description Order-No. Description Description Order-No. Description
Hp-nozzle HDD 15 60 00 2503 R1/4 AG Bended WC-lance HDL 17 60 00 400 mm, bended
HDD 15 61 00 25035 R1/4 AG
HDD 15 62 00 2504 R1/4 AG \//_,a\
HDD 15 63 00 25045 R1/4 AG
HDD 15 64 00 2505 1/4 AG Lance for HDL 1770 00 900 mm
HDD 15 65 00 25055 1/4 AG chassis cleaning
HDD 15 66 00 2506 R1/4 AG
HDD 15 68 00 2507 R1/4 AG
HDD 15 69 00 2508 R1/4 AG
HDD 1572 00 2509 R1/4 AG Brush 350 mm HDE 16 53 00 yellow without lance
HDD 1573 00 2512 1/4 AG
HDD 158800 0004  1/4AG ﬁ
HDD 15 89 00 00045 1/4 AG L =
HDD 15 90 00 0005 1/4 USS
HDD 1591 00 00055 1/4 AG Rotating brush HDE 16 66 00 rofafing by water jet
HDD 1592 00 0006 1/4 USS H max. 140 bar, max. 40°C
HDD 15 95 00 0009 1/4 AG
HDD 15 96 00 0010 R 1/4 AG
HDD 15 98 00 00065 1/4 AG
Hp-nozzle HDL 16 40 50 400 mm, 03 white
HDL 16 40 00 400 mm, 035 brown Telescopic brush _-=== HDL16 5000 telescopic
HDL164100 400 mm, 04 yellow -
HDL 16 42 00 400 mm, 045 blue v
HDL 16 44 00 400 mm, 055 red
Swing over nozzle HDL 161500 600 mm
@ (without nozzle) Rofating brush |nduslr.y B "‘..'__, HDL 16 60 00 rofating by water jet
._ ______
Dirt blaster HDL 16 27 35 600 mm, 200 bar, 035 cold water
HDL 16 20 00 600 mm, 200 bor, 035 hot water Sandblast attachment industry HDL 14 30 00
HDL 16 25 00 600 mm, 170 bar, 05 hot water
HDL 16 26 00 600 mm, 200 bar, 055 hot water
HDL 16 27 00 600 mm, 200 bar, 045 hot water
Pressure adjusting nozzle HDL 16 31 00 600 mm
(without nozzle)
ﬁ Lance/stainless steel 3727800330 330 mm
3727800430 430 mm
T 7800500 500 mm
3727800600 600 mm
Foam injector with container HDL 15 56 00 11 3727800800 800 mm
Foam injector without container HDL 15 55 00 37278001000 1000 mm
37278001200 1200 mm
37278001500 1500 mm
w 37278002000 2000 mm
| Lance with hand protection/stainless steel 3727800333 330 mm
— 3727800433 430 mm
= - 3727800533 500 mm
—_— 3777800633 600 mm
3727800833 800 mm
Lance holder 02410000 37278001033 1000 mm
37278001233 1200 mm
37278001533 1500 mm
37278002033 2000 mm
Hose roll up automatic stainless steel S0Z 131110
for 20 m hp — hose
Hoseholder SOZ410100 *"f
O : J!
il
Hose roll up automatic stainless steel S0Z 131500 for 40 m hp — hose

Description Order-No. Description Description Order-No. Description
Floor cleaner/stainless steel HDL16 71 50 @ 300 mm H-P hose HDS 18 05 00 8m, NW6
J;" , HP hose HOST80600  10mNW6,3/8"
/ HDS 183200 10 m NW 8, 2 ST, 400 har
(?*“ HDS 18 42 00 15 m NW 8, 2 ST, 400 bar
H" HDS 18 52 00 20 m NW 8, 2 ST, 400 bar
HDS 186100 25 m NW 8, 2 ST, 400 har
Floor cleaner/PVC HDL03 91 14 @ 300 mm HDS18 62 00 30mNW8
HDS 18 62 50 40 m NW 8, 2 ST, 400 bar
‘ H-P hose abrasive resistant HDS 188500  10mNW 10
—— HDS 188600  15mNW10
HDS 18 87 00 20mNW 10
Extension pipe HDL 17 56 00 800 mm HDS 18 88 00 25mNW 10
) - HDS 188900  30mNW10
- HDS189100  40mNW10
Pipe cleaning hose HDK 19 00 00 10m
HDK 19 01 00 15m
HDK 19 02 00 20m Up-hose coupling HDS189000 2xM22
HDK 19 03 00 25m
HDK 19 04 00 30m
= HDK190600  40m .
HDK 19 08 00 50m
Water drawing hose HDA202000 3 m complefe
Pipe cleaning nozzle HDK 19 12 00 rotating indl. filter
Trigger gun 1100 HDP 17 03 00 3/8" AG long
F‘ HDP 17 04 00 1/4" AG long Stabilisator WAS150010  Tkg
i
Trigger gun 3000 HDP 17 07 00 short
HDA132000 stainless for 20 m up-hose
(without hp-hose)
Trigger gun 3000 HDP 17 08 00 long
HDA132500  stainless for 40 m up-hose
r (without hp-hose)
Trigger gun 3000 HDP 17 09 00 short variopress
Hose reel PVC HDA 039114 complete with connection hose reel
only for the series BLUE JET 57/67/77/97
for max. 10 m hp-hose
Trigger gun 3000 HDP 1710 00 long variopress
Trigger gun also in stainless steel, Connection hose reel HDA136600  W'Bir S 2000
power support available HDA136800  for HKY 242 BXRA
HDA 13 69 00 W’Boy, W'Biir S 500

S

)

Order-No. KAT(HD-GB) 8/2009
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